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BASIC STEP ANGLE

BIPOLAR CURRENT

UNIPOLAR CURRENT

RESISTANCE

INDUCTANCE

BIPOLAR HOLDING TORQUE

UNIPOLAR HOLDING TORQUE

ROTOR INERTIA

THEORETICAL ACCELERATION

BACK E.M.F.

MASS

X

LEADS CODE

MODEL

1.25

2.4

300

840

35700

55

1.4

X

IV

103-H7823-0740

Dimensions (Unit:mm)

Krpm

TORQUE/SPEED CURVEFEATURES

1.8 ±°    0.09°

MOTOR CONNECTOR IS JST mod. B4P-VH 6 POLES MALE.
FOR CONNECTION USE JST mod. VHR-6N FEMALE CONNECTOR AND
mod. SVH-21 T-P1.1 CONTACTS.
NOTE: 103-H7823-0740 MOTORS NEED CVM77100 AND CVM77300 
R.T.A. CABLES. CONTACT R.T.A. FOR FURTHER DETAILS.
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(*) Bipolar series connection.

IV

Maximum power (Watt)

Maximum power (Watt)

Maximum power (Watt)

R.T.A. CABLE
CVM77100/30011 max

33 max

2

1

3

4 56

Suggested R.T.A. drive series: BSD, CSD, NDC, ADW, HGD, PLUS, FLEX-DRIVE
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R.T.A. INDIA Pvt
Teerth Business Center 3 Floor, Unit No. 7,rd 

Block EL-15, MIDC Bhosari Pimpi-Chinchwd,
Pune 411026 (India)

Tel. +91 9422507445
www.rta-india.in
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