




































































Suggested R.T.A. drive series: BSD, CSD, FLEX-DRIVE

MOD. SPH-002T-P0.5S CONTACTS.
AND

1/A

3/B 4/B-

2/A- (4/B-) BROWN
(3/B)  YELLOW

(1/A)  GREEN
(2/A-) WHITE

R.T.A. MOTOR CABLE
CVMRH1S02M
CVMRH1S0M3

IP40 

2.0

1.1
2.4

93000
21.5

43

46

0.3
PROTECTION DEGREE 

0,0

10,0

20,0

30,0

40,0

50,0

0 0,3 0,6 0,9 1,2 1,5 1,8 2,1 2,4 2,7 3

Ncm

Krpm

For different drive settings, please contact R.T.A

DRIVE SETTING
400 steps/rev
I peak= 2 A



Suggested R.T.A. drive series: BSD, CSD, FLEX-DRIVE

MOD. SPH-002T-P0.5S CONTACTS.
AND

1/A

3/B 4/B-

2/A- (4/B-) BROWN
(3/B)  YELLOW

(1/A)  GREEN
(2/A-) WHITE

IP40 

2.3

0.93
2.2

89000
24.3

R.T.A. MOTOR CABLE
CVMRH1S02M
CVMRH1S0M3

0.38 

56

63

PROTECTION DEGREE 
0,0

10,0

20,0

30,0

40,0

50,0

0 0,3 0,6 0,9 1,2 1,5 1,8 2,1 2,4 2,7 3

Ncm

Krpm

For different drive settings, please contact R.T.A

DRIVE SETTING
400 steps/rev
I peak= 2.3 A



Suggested R.T.A. drive series: BSD, CSD, FLEX-DRIVE

MOD. SPH-002T-P0.5S CONTACTS.
AND

1/A

3/B 4/B-

2/A- (4/B-) BROWN
(3/B)  YELLOW

(1/A)  GREEN
(2/A-) WHITE

IP40 

2.3

34.7

1.2
3.0

R.T.A. MOTOR CABLE
CVMRH1S02M
CVMRH1S0M3

0.51 

85100
94

80

PROTECTION DEGREE 
0,0

10,0

30,0

50,0

70,0

80,0

0 0,3 0,6 0,9 1,2 1,5 1,8 2,1 2,4 2,7 3
Ncm Krpm

For different drive settings, please contact R.T.A

20,0

40,0

60,0

DRIVE SETTING
400 steps/rev
I peak= 2.3 A



Suggested R.T.A. drive series: BSD, CSD, FLEX-DRIVE

(4/B-) BROWN
(3/B)  YELLOW
(2/A-) GREEN
(1/A)  WHITE

MOTOR

720

cpr cpr 4000 cpr
RH 1S1H-04D0 RH 1S1H-04E0 RH 1S1H-0HE0

Yes YesNo

85

10% 10% 10%

0.2 (TIP) - 0.4 (MAX) (I =20mA) MAX

3.4 (TIP) - 2.4 (MIN) (I =20mA) MAX

0.2 (TIP) - 0.4 (MAX) (I =20mA) MAX

3.4 (TIP) - 2.4 (MIN) (I =20mA) MAX5 (TIP) - 4.75 (MIN) (I =25mA) MAX

0.25 (TIP) - 0.6 (MAX) (I =25mA) MAX

ENCODER OPTIONS:

/CVEPAZD0M3

RH 1S1H-0XX0

MOD. SPH-002T-P0.5S CONTACTS.
AND

B B-

A

A-

CVEPA0D0M3 CVEPAZD0M3R.T.A. CABLE (30 cm)

GREEN

PURPLE

BLUE

BROWN

RED

BLACK

ORANGE

WHITE

R.T.A. CABLE
LEADS COLOR

2

3

5

6

8

7

/

/

DESCRIPTION

CHANNEL A+

CHANNEL A-

CHANNEL B+

CHANNEL B-

+ DC (5V)

GROUND

INDEX+

INDEX-

04D0 PINS 04E0/0HE0 PINS

2

3

5

6

8

7

10

9

RTA MOTOR CABLE COLORS

DESCRIPTION

CHANNEL A

CHANNEL A-

CHANNEL B

CHANNEL B-

GREEN

WHITE

BROWN

YELLOW

(4/B-) BROWN
(3/B)  YELLOW

(1/A)  GREEN
(2/A-) WHITE

MOTOR

IP40 

2.0

1.1
2.4

93000
21.5

43

46

0.3
PROTECTION DEGREE 

0,0

10,0

20,0

30,0

40,0

50,0

0 0,3 0,6 0,9 1,2 1,5 1,8 2,1 2,4 2,7 3

Ncm

Krpm

For different drive settings, please contact R.T.A

DRIVE SETTING
400 steps/rev
I peak= 2 A



Suggested R.T.A. drive series: BSD, CSD, FLEX-DRIVE

RH 1S2H-0XX0

720

cpr cpr 4000 cpr
RH 1S2H-04D0 RH 1S2H-04E0 RH 1S2H-0HE0

Yes YesNo

85

10% 10% 10%

0.2 (TIP) - 0.4 (MAX) (I =20mA) MAX

3.4 (TIP) - 2.4 (MIN) (I =20mA) MAX

0.2 (TIP) - 0.4 (MAX) (I =20mA) MAX

3.4 (TIP) - 2.4 (MIN) (I =20mA) MAX5 (TIP) - 4.75 (MIN) (I =25mA) MAX

0.25 (TIP) - 0.6 (MAX) (I =25mA) MAX

ENCODER OPTIONS:

/CVEPAZD0M3

MOD. SPH-002T-P0.5S CONTACTS.
AND

B B-

A

A-

CVEPA0D0M3 CVEPAZD0M3R.T.A. CABLE (30 cm)

GREEN

PURPLE

BLUE

BROWN

RED

BLACK

ORANGE

WHITE

R.T.A. CABLE
LEADS COLOR

2

3

5

6

8

7

/

/

DESCRIPTION

CHANNEL A+

CHANNEL A-

CHANNEL B+

CHANNEL B-

+ DC (5V)

GROUND

INDEX+

INDEX-

04D0 PINS 04E0/0HE0 PINS

2

3

5

6

8

7

10

9

RTA MOTOR CABLE COLORS

DESCRIPTION

CHANNEL A

CHANNEL A-

CHANNEL B

CHANNEL B-

GREEN

WHITE

BROWN

YELLOW

(4/B-) BROWN
(3/B)  YELLOW

(1/A)  GREEN
(2/A-) WHITE

MOTOR

Y

IP40 

2.3

0.93
2.2

89000
24.3
0.38 

56

63

PROTECTION DEGREE 
0,0

10,0

20,0

30,0

40,0

50,0

0 0,3 0,6 0,9 1,2 1,5 1,8 2,1 2,4 2,7 3

Ncm

Krpm

For different drive settings, please contact R.T.A

DRIVE SETTING
400 steps/rev
I peak= 2.3 A



Suggested R.T.A. drive series: BSD, CSD, FLEX-DRIVE

cpr cpr 4000 cpr
RH 1S3H-04D0 RH 1S3H-04E0 RH 1S3H-0HE0

Yes YesNo

85

10% 10% 10%

0.2 (TIP) - 0.4 (MAX) (I =20mA) MAX

3.4 (TIP) - 2.4 (MIN) (I =20mA) MAX

0.2 (TIP) - 0.4 (MAX) (I =20mA) MAX

3.4 (TIP) - 2.4 (MIN) (I =20mA) MAX5 (TIP) - 4.75 (MIN) (I =25mA) MAX

0.25 (TIP) - 0.6 (MAX) (I =25mA) MAX

ENCODER OPTIONS:

/CVEPAZD0M3

RH 1S3H-0XX0

720

MOD. SPH-002T-P0.5S CONTACTS.
AND

B B-

A

A-

CVEPA0D0M3 CVEPAZD0M3R.T.A. CABLE (30 cm)

GREEN

PURPLE

BLUE

BROWN

RED

BLACK

ORANGE

WHITE

R.T.A. CABLE
LEADS COLOR

2

3

5

6

8

7

/

/

DESCRIPTION

CHANNEL A+

CHANNEL A-

CHANNEL B+

CHANNEL B-

+ DC (5V)

GROUND

INDEX+

INDEX-

04D0 PINS 04E0/0HE0 PINS

2

3

5

6

8

7

10

9

RTA MOTOR CABLE COLORS

DESCRIPTION

CHANNEL A

CHANNEL A-

CHANNEL B

CHANNEL B-

GREEN

WHITE

BROWN

YELLOW

(4/B-) BROWN
(3/B)  YELLOW

(1/A)  GREEN
(2/A-) WHITE

MOTOR

IP40 

2.3

34.7

1.2
3.0

0.51 

85100
94

80

PROTECTION DEGREE 
0,0

10,0

30,0

50,0

70,0

80,0

0 0,3 0,6 0,9 1,2 1,5 1,8 2,1 2,4 2,7 3
Ncm Krpm

For different drive settings, please contact R.T.A

20,0

40,0

60,0

DRIVE SETTING
400 steps/rev
I peak= 2.3 A



4-Ø5.1-0.5



4-Ø5.1-0.5



4-Ø5.1-0.5



4-Ø5.1-0.5
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